[root@server ~]# /sbin/ifconfig

eth0      Link encap:Ethernet  HWaddr 00:04:75:B6:81:0D

          inet addr:192.168.0.254  Bcast:192.168.0.255  Mask:255.255.255.0

          inet6 addr: fe80::204:75ff:feb6:810d/64 Scope:Link

          UP BROADCAST RUNNING MULTICAST  MTU:1500  Metric:1

          RX packets:0 errors:0 dropped:0 overruns:0 frame:0

          TX packets:36 errors:0 dropped:0 overruns:0 carrier:0

          collisions:0 txqueuelen:1000

          RX bytes:0 (0.0 b)  TX bytes:2470 (2.4 KiB)

          Interrupt:10 Base address:0x8400

eth1      Link encap:Ethernet  HWaddr 00:E0:B8:16:D4:A9

          inet addr:192.168.0.105  Bcast:192.168.0.255  Mask:255.255.255.0

          inet6 addr: fe80::2e0:b8ff:fe16:d4a9/64 Scope:Link

          UP BROADCAST RUNNING MULTICAST  MTU:1500  Metric:1

          RX packets:365 errors:0 dropped:0 overruns:0 frame:0

          TX packets:18 errors:0 dropped:0 overruns:0 carrier:0

          collisions:0 txqueuelen:1000

          RX bytes:117695 (114.9 KiB)  TX bytes:2020 (1.9 KiB)

          Interrupt:9 Base address:0x1400

lo        Link encap:Local Loopback

          inet addr:127.0.0.1  Mask:255.0.0.0

          inet6 addr: ::1/128 Scope:Host

          UP LOOPBACK RUNNING  MTU:16436  Metric:1

          RX packets:2094 errors:0 dropped:0 overruns:0 frame:0

          TX packets:2094 errors:0 dropped:0 overruns:0 carrier:0

          collisions:0 txqueuelen:0

          RX bytes:2235418 (2.1 MiB)  TX bytes:2235418 (2.1 MiB)

[root@server ~]# netstst -rn

bash: netstst: command not found

[root@server ~]# netstat -rn

Kernel IP routing table

Destination     Gateway         Genmask         Flags   MSS Window  irtt Iface

192.168.0.0     0.0.0.0         255.255.255.0   U         0 0          0 eth0

192.168.0.0     0.0.0.0         255.255.255.0   U         0 0          0 eth1

169.254.0.0     0.0.0.0         255.255.0.0     U         0 0          0 eth1

0.0.0.0         192.168.0.1     0.0.0.0         UG        0 0          0 eth1

[root@server ~]#

